PRODUCT CODES

Product Code Material Size Colour
100787637 Stratocell Whisper® FR | 25mm x 1.2m x 2.4m White
100787682 Stratocell Whisper” FR | 50mm x 1.2m x 2.4m White
100787705 Stratocell Whisper® UV | 50mm x 1.2m x 2.4m Black
100787687 Stratocell Whisper® FR | 50mm x 1.2m x 2.4m Black

PRODUCT SPECIFICATION SHEET: STRATOCELL WHISPER ® FR

Physical Properties Test Method Unit Value
. . ASTM D3575-08 Suffix W .
Nominal Density 1SO 845.2006 Kg/m 25
Compressive Strength .
Vertical@ 25% IAS%TQ"Z?Z%%'?% Suifie 0 KPa 172
Vertical @ 50% ’
Compressive Strength
25% (4th compression) 3
50% (4th compression) :;8 ggg?;%é peirt 1 KPa 7
70% (4th compression) 25
(100mm/min compression speed)
ASTM D3575-08 Suffix B <30
Compression Set (50% Compression) %
P IS0 1856:2000 ° -
(25% compression)
Cell Size BS 4443/1 Met.4 Cells/25mm <10
Fire-test-response Characteristics (1)
Building & Construction ISO 9705 - 1993 Group 1-S NZBC Verification Method
C/VM2 Appendix A
AS ISO 9705 - 2003 Group 1 NCC Specification C1.10
BRANZ Fire Test FI 5558-TT
AS2122.1-1993 Test results available upon request
Transportation TS EN 45545-2 Class On going
NF F 16-101 Class F1
DIN 54837 - S3, SR2, ST2
Automotive FMVSS 302 Class Pass
Appliances & Electronics uL94 Class HF1
Water Pick Up by Diffusion )
(RH > 95% - after 28 days) UNI EM 12088 Kg/m 3
Water Pick Up by Diffusion 8
(RH > 95% - after 28 days) UNI EN 12088 Volume % (5
e A AsiTar ASTM D3575-08 Suffix V —_— 0104
. ISO 8301 0.082
@-5°C
Thermal stability ASTM D3575-08 Suffix S % (3
(24hrs at 70°C) ISO 2796 °
: ASTM D3575 Suffix T
Tensile Strength @ Peak 1501798 KPa 130
) . ASTM D3575 Suffix T o
Tensile Elongation 1SO1798 % 60
VOC Emissions AFNOR NF EN ISO 16000-9 Class A+

Recycling

Recycle used uncontaminated Stratocell Whisper™ FR product to minimise landfill.

MSDS

Available upon request

(1) These numerical laboratory fire-test-response characteristics are not intended to reflect hazards presented by this material under actual fire conditions
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PRODUCT SPECIFICATION SHEET: STRATOCELL WHISPER® UV

Physical Properties Test Method Unit Value
: ; ASTM D3575-08 Suffix W 3
Nominal Density 1SO 845:2006 Kg/m 30
Compregsive Strengih ASTM D3575-08 Suffix D 10
Yertlcal @ 236 SO 7214:2007 KPa 24
Vertical @ 50% )
Compressive Strength
25% (4th compression) 3
50% (4th compression) ISI% 3%?567;986 park | KPa 13
70% (4th compression) 50
(100mm/min compression speed)
ASTM D3575-08 Suffix B

: (50% Compression) o <30

Compression Set 1SO 1856:2000 %
(25% compression) <20
Cell Size BS 4443/1 Met4 Cells/25mm <10
Fire test-response Characteristics (1)
Building & Construction Bl Class -
Thekmal Candlcriisy ASTM D3575-08 Suffix 0104
@ 23°C (73°F) 1SO 8301 W/mK 0.082
@ -5°C (23 °F) ]
Thermal stability ASTM D3575-08 Suffix S % &3
(24hrs at 70°C) 1SO 2796 ’
Water Pick Up by Diffusion 5
(RH > 95%- after 28 days) UNIEN 12088 Kg/m <3
Water Pick Up by Diffusion o
(RH > 95% - after 28 days) UNI EN 12088 Volume % 25
: ASTM D3575 Suffix T

Tensile Strength @ Peak 1501798 KPa 130
Tensile Elongation EAE s ST % 70

1SO1798

(1) These numerical laboratory fire-test-response characteristics are not intended to reflect hazards presented by this material under actual fire conditions

ACCELERATED AGEING TEST REPORTS IN QUV-CHAMBER AVAILABLE UPON REQUEST.

INSTALLATION

o
.:&‘

SCREWS &
WASHERS

REFER TO YOUR SALES CONTACT FOR A COPY OF OUR INSTALLATION GUIDE.
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